
Meter Pole Service
Direct Wire Type to Service Pole

6’ MIN.

ROD TYPE G.E.S.

UTILITY SERVICE DROP

24” MIN.
AWAY  FROM
POLE

12” MIN.

UTILITY POINT 
OF ATTACHEMENT 
IS AT THE 
WEATHERHEAD

ROUND
COMMERCIALLY
TREATED
WOOD POLE

18” 

BOND

DISCONNECT

12’ - 0’ MIN.
OVER RESIDENTIAL

PROPERTY

4

5

3

2

1) CONDUIT TYPE - FOR MECHANICAL
 PROTECTION SHALL BE RIGID METAL
 CONDUIT OR APPROVED NONMETALLIC
 CONDUIT

2) 12’ MIN. FOR SPACES AND WAYS SUBJECT
 TO PEDESTRIAN OR RESTRICTED TRAFFIC.

 16‘ MIN. ABOVE DRIVEWAYS, PARKING LOTS,
 ALLEYS, CULTIVATED OR GRAZING AREAS, 
 OR OTHER LAND TRAVERSED BY VEHICLES.

3) REQUIRED GROUND ROD:
 8’ GROUNDING ELECTRODE SHALL BE
 INSTALLED (A SECOND GROUNDING 
 ELECTRODE IS REQUIRED IF RESISTANCE
 IS OVER 25 OHMS.)

4) CABLE BURIAL DEPTH - 24” MINIMUM
 FROM TOP OF THE CABLE UP TO THE
 FINAL GRADE (IF CABLE IS IN RIGID 
 NONMETALLIC RACEWAY, 18 “ DEPTH
 IS MINIMUM.

5) POLE SPECIFICATIONS:
 20’ WITH 4’ IN GROUND.
 25’ WITH 5’ IN GROUND.

5’ - 0” MIN.
6’ - 0” MAX.1


